PROPOSED SD MH CONNECT EXISTING OUTFALL PIPE
IE = 13.9
EXISTING 33" OUTFALL LINE TURNS TO SOUTH, SEE C-1

PROPOSED 36" SD OUTFALL IE = 3.7
INSTALL FISHSCREEN ANCHOR END OF PIPE

ELEVATION IN FEET (NAVD88)
-20 0 20 40 60 80 100 120 140 160 180 200 220 240

HORIZONTAL DISTANCE IN FEET
0 20 40 60 80 100 120 140 160 180 200 220 240

LEGEND:
- OLWM (16.7)
- OHWM (18.7)
- EXISTING GRADE
- PROPOSED GRADE
- QUARRY SPALL (MINIMUM 1 FT DEPTH)
- 4-6" WASHED ROUND COBBLE
- FINE GRAVEL BEACH MATERIAL (MINIMUM 2 FT DEPTH)
- QUARRY SPALL (MINIMUM 1 FT DEPTH)
- WETLAND TOPSOIL (1 FT DEPTH)
- TOPSOIL (6" DEPTH)
- TOPSOIL (2 FT DEPTH)
- CLEAN DREDGED MATERIAL, PLACED IN LIFTS

NOTE:
1. VERTICAL DATUM: NAVD88