Additional Information Requirements

for Hydrologically Sensitive Areas 
As Specified on SM-8A
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ADVANCE \d3
1.
The proposed site is in or within one mile of critical groundwater area, sole source aquifer, areas with vulnerable ground water quantity resources, well head protection area, critical aquifer recharge area, public water supply watersheds, aquifer protection areas, or an area of groundwater restricted classification

2.
De-watering or mining operations may impact adjacent users (wells or springs) or rivers and streams.

3.
The site is underlain by multiple aquifers or complex hydrogeology.

4.
The proposed depth of mining may impact or breach a confining layer.

5. 
The proposed site will be backfilled with imported material.

Information That May Be Required
ADVANCE \d3The scope of the required information will be based on site characteristics and project scale.   If the project has the potential to impact water quality or quantity of a legal user a written plan may be needed.  This written plan should provide evidence through data collection and analysis, mine plan restrictions, and/or mitigation that the planned activity will not adversely affect other groundwater users.  Information required may range from or include:

1.
Identification, review  and submittal of  adjacent well logs.  Their location must be shown on a suitable map.

2.
Inventory of adjacent water rights and water use.

3.
Measure static water levels in adjacent wells and survey in well head locations

4.
Determination of the current potentiometric surface.

5.
Drilling data and completion from one to numerous observation wells.  Definition and/or delineation of presence/absence of confining bed(s).

6.
A groundwater monitoring program during mining.

7.
Development of an area groundwater budget and projection of mining impacts thereon.
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