BACKFILL TOP SOIL, GENERAL GRADING & COMPACTION NOTES:

1. SOURCES OF TOP SOIL
   a. All topsoil removed from the site shall be returned to the site at top soil grading. The topsoil shall be placed in the bare areas and protected from erosion by
      temporarily installed sod rolls or straw bales.

2. SLOPE OF SURFACES:
   a. All surfaces shall be graded to a 3% minimum topsoil shall be compacted to a soil density of
      95%.

3. MATERIAL QUALITY:
   a. All topsoil shall be tested for material quality. All material shall be tested for material
      quality. All material shall be tested for material quality.

4. RUNOFF TREATMENT:
   a. All topsoil shall be treated for runoff. All topsoil shall be treated for runoff. All topsoil
      shall be treated for runoff.

5. COMPACTED TOPSOIL:
   a. All topsoil shall be compacted to a soil density of 95%.

6. RE-VEGETATION NOTES:
   a. All topsoil shall be returned to the site at top soil grading. The topsoil shall be placed in the bare
      areas and protected from erosion by temporarily installed sod rolls or straw bales.

LEGEND:

- PROPOSED contour
- GROWING CONTOUR
- PROPERTY BOUNDARY
- EXISTING STRUCTURE
- EXISTING BUFFER
- SHEET 1 OF 4
- C9

RECEIVED: